
 

 

 

 

AE-VC143T-ITS 
Vehicle-Mounted Camera 
 

Key Features 

 Adapts progressive scan CMOS 

 Up to 720P resolution 

 0.1 lux @ (F1.2, AGC ON), 0 lux with IR 

 Supports auto electronic day & night switch 

 Supports auto white balance 

 Adapts shock-proof design and 4-pin din connector 

Dimensions 

Unit: mm



 

 

 

 

 

 

Model AE-VC143T-ITS 

Camera 

Image sensor Progressive Scan CMOS 

Effective Pixel 1280×720 

Min. illumination 0.1 Lux @ (F1.2, AGC ON), 0 Lux with IR 

Shutter time 1/25s to 1/50,000 s 

Lens 2.1 mm  

Lens mount M 12 

Video cable 0.3 m (2 m optional) 

Angle adjustment Tilt: 0° to 360° 

Day & Night Electronic 

Frame rate 720p@25fps; 720p@30fps 

Synchronization Internal 

S/N ratio 46 dB 

Interfaces 

Video output 1, Coaxitron High-definition Output 

Audio output 1, 4-pin Din Connector 

Audio input Build-in MIC 

Din connector pin order 1: Power, 2: Grounding, 3: Video, 4: Audio 

General 

Working temperature -35°C to 65 ° C (-31 °F to 149 °F) 

Working humidity 90% 

Power supply 12 VDC 

Power consumption Max. 2.5 W 

IR range 5 m  

Dimension (L x W x H) 61 mm x 39 mm x 33 mm (2.40 " x 1.54" x 1.30") 

Weight Approx. 55g (0.12 lb.) 

Specifications 

AE-VC143T-ITS 

Available Model 
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