HIKVISION

AE-VC211T-IRS series HD 1080P Mini Dome Camera
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Key Features

* 2 megapixel progressive CMOS sensor
* Up to 1080p resolution

* (OSD menu, DNR, Smart IR, AGC

* IR cut filter

e True WDR

* Internal 3-axis adjustment

*  Built-in microphone

«  Up the Coax (HIKVISION-C)

www.hikvision.com
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Specifications

2 megapixel progressive CMOS sensor
PAL/NTSC

1964 (H) x 1116 (V)

0.01 Lux @ (F1.2, AGC ON), 0 Lux with IR
1/25s(1/30s) to 1/50,000 s

3.6 mm (2.8 mm, and 6 mm are selectable)
M12

IR cut filter

Pan: -30° to 30°, Tilt:0° to 75°, Rotate: -180° to 180°
Internal Synchronization

>120dB

1080p@25fps, 1080p@30fps

> 62 dB

1-ch, Aviation Port
Built-in Microphone
1-ch, Aviation Port (Linear Level, 1KQ)

Pin 1: Video, Pin 2: Audio, Pin 3: Power, Pin 4: GND

Low/Middle/High/OFF
Color/BW/SMART
Manual/Auto

Support
Chinese/English

Brightness, Contrast, Saturation, Sharpness, Digital noise reduction, Mirror

HIKVISION

Temperature: -40 °C to 60 °C (-40 °F to 140 °F), Humidity: 90% or less (no condensation)

12 V DC+15%

Max. 4 W

IK07

10mto20m

97 mm x 99.5 mm x 46.6 mm (3.82" x 3.92" x 1.83")
Approx. 300 g (0.66 Ib.)

AE-VC211T-IRS (2.8mm)
AE-VC211T-IRS (3.6mm)
AE-VC211T-IRS (6mm)



99.5 mm (3.9")
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DS-1280ZJ-XS

DS-1H18

Junction box Video Balun
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X411

46.6mm (1.84")

Camera Tester

Hikvision Middle East
T +971-4-8816086
salesme@hikvision.com

Hikvision Spain
T+34-91 -16-55
info.es@bhikvision.com

Hikvision Hong Kong
T +852-2151-1761

© Hikvision Digital Technology Co., Ltd. 2016 | Data subject to change without notice |

saleru@hikvision.com
Hikvision Poland
T+48 0-01-50

vision.com

Hikvision Canada
T +1-909-895-0400
sales.usa@hikvision.com

HIKVISION

Hikvision India

T +81-22-28469300
sales@pramahikvision.com
Hikvision UK

T +44-1628-90
support.uk@h

-4

ion.com




