
GYORSTELEPÍTÉSI ÚTMUTATÓ A CU 24V LT VEZÉRLŐEGYSÉG TELEPÍTÉSÉHEZ ÉS 
PROGRAMOZÁSÁHOZ

A QR kód-on keresztül elérhetők a „Comunello TV” nevű YouTube csatornán lévő oktatóvideók, amelyek lépésről lépésre mutatják be a folyamatot.

Ez a rész a vezérlőegység beállításával kapcsolatos lényeges infor-
mációkat tartalmazza.

A programozás megkezdése előtt győződjön meg róla, hogy min-
den alkatrész rögzítve van, a rugók be vannak állítva, és a kábelezés 
megfelel az útmutatóban foglaltaknak.

A) Győződjön meg róla, hogy a biztosító (NC) relék zárva vannak: 
 1. DS1 fotocella bemenet
 2. DS2 fotocella bemenet

B) MOTOR FORGÁSIRÁNYA
A csatlakoztatott motor forgásirányának megváltoztatásához (a vezérl-
őegység bekapcsolása előtt) módosítsa az SW1 dip switch pozícióját 
(csak az 1 számúét). 
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C) A MASTER/SLAVE KIVÁLASZTÁSA
Ha két sorompó üzemel a LIMIT DUAL-lal szinkron módban, a 2. DIP 
switch-csel (SW1) konfigurálható a sorompó Masterként vagy Slave-
ként (áramtalanított állapotban változtassunk a switchen); ha csak egy 
sorompó van, tartsa meg a gyári beállításokat.
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D) TRIMMEREK BEÁLLÍTÁSA:

SLOWING: a motor sebességének beállítása a lassítás ideje alatt.
SPEED: a motor sebességének beállítása a fő ciklusban.
SENS: az ellenerő beállítása, ami az akadály észleléséhez szükséges. A 
maximális érzékenység az óra járásának megfelelő irányban állítható 
be 0,1-7 másodperc mozgási idővel. Az akadály észlelését az összes 
főmenü LED gyors felvillanása jelzi.

  AFIGYELEM: Az akadály észlelése zárási ciklus esetén megfordítja 
a kar mozgásirányát, nyitási ciklus esetén megállítja a mozgást.

PROGRAMOZÓ GOMBOK 
SELECT: ez a gomb lehetővé teszi, hogy kiválassza az aktiválni kívánt 
funkciót; a kiválasztást a LED felvillanása jelzi.
A gomb lenyomásával végiggörgetheti a menüt, és kiválaszthatja a kív-
ánt funkciót.
SET: ez a gomb aktiválja azt a funkciót, amit a SELECT gombbal 
választott ki.

Barrière n.1
MASTER
(default)

Barrière 
n.2

SLAVE

Programozási műveletet csak a rendszer nyugalmi állapotában 
hajthat végre.

E) MOTOR TIME: a motor végállás elötti szakaszának lassítását 
szabályozza:

Indulási feltétel: a kar zárt pozícióban kell, 
hogy legyen.

1. A SELECT gombbal menjen a villogó L2 
„MOTOR TIME” LED-re;

2. A folyamat elindításához nyomja meg a 
SET gombot. 

A SOROMPÓ NYITÁSI FÁZISA

3. A MOTOR elkezdi a nyitási fázist;
4. Ha a kívánt lassítási pontot elérte, 

nyomja meg a SET gombot (a kar folyta-
tja útját a csökkentett sebességen);

5. Nyomja meg a SET gombot, hogy me-
ghatázozza a nyitás végpontját.

A SOROMPÓ ZÁRÁSI FÁZISA

6. A MOTOR elkezdi lezárni a sorompót;

7. Ha elérte a kívánt lassítási pontot, 
nyomja meg a SET gombot (a kar folyta-
tja útját a csökkentett sebességen);

8. Nyomja meg a SET gombot, hogy me-
ghatázozza a zárás végpontját.

9. A konfiguráció befejeződött, az L2 LED 
folyamatosan világít.

F) AZ ELLENERŐK BEÁLLÍTÁSA A VEZÉRLŐPANELEN KERESZTÜL

Ha a trimmerek által kifejtett erők a bepro-
gramozás után nem teljesítenek megfe-
lelően, szükség esetén további módosítás 
lehetséges a vezérlőpanelen keresztül (ez 
általában nem szükséges).

1) FORCE OPEN - A sebesség szabályozása a nyitási fázis alatt
A gyári beállítások konfigurációja: MED (Medium) szint – az L4 LED 
bekapcsol.
Maximum szint “MAX” konfiguráció
1. A SELECT gombbal menjen a villogó L4 “FORCE OPEN” LED-re;
2. Nyomja meg egyszer a SET gombot;
3. Az L4 LED kikapcsol, és a MAX szint kerül beállításra.

Minimum szint „MIN” konfiguráció:
1. A SELECT gombbal menjen a villogó L4 “FORCE OPEN” LED-re;
2. Nyomja meg kétszer a SET gombot;

3. Az L4 LED folyamatosan világít, és a MIN szint kerül beállításra.

2) FORCE CLOSE – Sebességszabályozás a zárási fázis alatt
Gyári beállítások konfigurációja: MAX szint – az L5 LED nem világít.
Medium szint “MED” konfiguráció:
1. A SELECT gombbal menjen a villogó L5 “FORCE CLOSE” LED-re;
2. Nyomja meg egyszer a SET gombot;
3. Az L5 LED folyamatosan világít, és a MED szint kerül beállításra.

Minimum szint “MIN” konfiguráció:
1. A SELECT gombbal menjen a villogó L5 “FORCE CLOSE” LED-re;
2. Nyomja meg kétszer a SET gombot;
3. Az L5 LED folyamatosan világít, és a MIN szint kerül beállításra.

3) SLOWING OPEN – Lassítás a nyitási fázis alatt.
Gyári beállítások konfigurációja: MAX szint – az L6 LED nem világít. 
Medium szint “MED” konfiguráció:
1. A SELECT gombbal menjen a villogó L6 “SLOWING OPEN” LED-re;
2. Nyomja meg egyszer a SET gombot;
3. Az L6 LED folyamatosan világít, és a MED szint kerül beállításra.

Minimum szint “MIN” konfiguráció:
1. A SELECT gombbal menjen a villogó L6 “SLOWING OPEN” LED-re;
2. Nyomja meg kétszer a SET gombot;
3. Az L6 LED folyamatosan világít, és a MIN szint kerül beállításra.

4) SLOWING CLOSE – Lassítás a zárási fázis alatt.
Gyári beállítások konfigurációja: MAX szint – az L7 LED nem világít. 
Medium szint “MED” konfiguráció:
1. A SELECT gombbal menjen a villogó L7 “SLOWING CLOSE” LED-re;
2. Nyomja meg egyszer a SET gombot;
3. Az L7 LED folyamatosan világít, és a MED szint kerül beállításra.

Minimum szint “MIN” konfiguráció:
1. A SELECT gombbal menjen a villogó L7 “SLOWING CLOSE” LED-re;
2. Nyomja meg kétszer a SET gombot;
3. Az L7 LED folyamatosan világít, és a MIN szint kerül beállításra.

G) PAUSE TIME – Zárási idő automatikus programozása:

Az automatikus zárás gyári állapotban ki van 
iktatva; ennek egy megadott időtartam (max. 
4 perc) utáni aktiválásához az alábbiakat kell 
tenni:

1. A SELECT gombbal menjen a villogó L3 “PAUSE TIME” LED-re;
2. Nyomja meg egyszer a SET gombot;
3. Várja ki a kívánt időtartamot;
4. Nyomja meg újra a SET gombot;

MAX 4 MIN

5. Az L3 LED folyamatosan fog világítani, és ez az időtartam lesz beáll-
ítva mint zárási idő.

H) Távirányító kódjainak programozása

Max. 120 távirányítót lehet elmenteni a vezérl-
őegység vevőkészülékének memóriájába.

Az első elmentett távirányító szabálya:
Távirányítók programozásakor az alábbi szabály érvényesül: Ha az első 
elmentendő távirányító ugrókódos, a vevőkészülék ezt követően már 
csak ugrókódos távirányítókat fog elfogadni (ezáltal biztosítja a jobb 
behatolásvédelmet); Ha az első távirányító fix kódos, a vevőkészülék el 
fogja fogadni mind a fix, mind az ugrókódos távirányítókat, noha csak 
az utóbbi fix részét fogja tudni beazonosítani.

A programozás az alábbiak szerint történik:
1. A SELECT gombbal menjen az L1 „CODE TX” LED-jére;
2. Nyomja meg egyszer a SET gombot, hogy memorizálja a PP csator-

nát;
3. Küldje el a távirányítójával a kiválasztott kódot;
4. Az L1 LED folyamatosan fog világítani egy másodpercig, hogy jelez-

ze, hogy a programozás befejeződött;
5. Az L1 LED újra elkezd villogni, hogy jelezze, hogy további 10 másod-

perce van egy újabb kód eltárolásához;
6. Ha eltelt ez a 10 másodperc, az L1 LED folyamatosan fog világítani.

FIGYELEM! Nyitási parancs küldéséhez szükséges, hogy a STOP / 8K2 
bemenet NC típusú legyen. Alapértelmezetten a sorompó elülső része 
zárt pozícióban aktiválja a kapcsolót, ami zárja a bejáratot.

A távirányító kódjainak törléséhez, kérjük, 
nézze meg a telepítési és felhasználói 
útmutatót vagy a részletes programozási 
oktatóvideót.

I) RESET   
 
Ha a gyári beállítások helyreállítása miatt szükségessé válik a vezérl-
őegység resetelése, nyomja meg egyszerre a SELECT és a SET gom-
bokat; ennek hatására a jelző LED-ek egyszerre villannak fel, majd ezt 
követően a vezérlőegység azonnal kikapcsol.

 FIGYELEM! A fent leírt folyamatot követően a távirányító tárolt 
kódjai NEM FOGNAK törlődni; ahol szükséges, ott kövesse a fent em-
lített törlési folyamatot.

A videók megtekintéséhez szüksége lesz internetkapcsolatra, valamint telepítenie kell a tabletjére vagy okostelefonjára egy 
QR kód olvasót, amit iOS eszközökre az APPSTORE-ból, Android eszközökre a GOOGLE PLAY áruházból tölthet le.
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This section will provide the essential information for the setting-up 
of the control unit.

 Before starting the programming, make sure that all the compo-
nents are fastened, the springs are adjusted and the wiring complies 
with the indications in the manual.

A) Make sure that the safety inputs N.C. are not open:

1. Photocell input DS1 
 2. Photocell input DS2

B) MOTOR ROTATION DIRECTION 
To invert the rotation direction of the connected motor change the Dip 
Switch SW1 position (while the control unit is not powered). 
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C) SELECTION MASTER/SLAVE
If two barriers are operated in synchro mod LIMIT DUAL, through the 
DIP no.2 SW1 it is possible to configured the barrier as Master or as 
Slave (while the control unit is not powered); with one single barrier 
just keep the factory set configuration. 
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D) TRIMMERS ADJUSTMENTS:

SLOWING: adjustment of Motor Speed during the Slowdown cycle. 
SPEED: adjustment of Motor Speed during the Main cycle.
SENS: adjustment of the opposing Force required to detect the pre-
sence of an obstacle. The max. sensitivity regulation in clockwise di-
rection can be obtained with a trip time ranging from 0.1 seconds to 7 
seconds. Detection of an obstacle is indicated visually by quick flashing 
of all the main menu LEDs.

 WARNING!: The detection of an obstacle during the closing cycle inver-
ts the operator movement and during the opening cycle it stops all motion.

PROGRAMMING KEYS  
SELECT: this key allows you to select the type of function to be enabled; 
the selection is indicated by the LED flashing.
By pressing the key, you can scroll through the menu and position 
yourself on the desired function.
SET: this key allows the activation of the type of function chosen with 
the SELECT key.

QUICK START GUIDE  FOR INSTALLATION AND PROGRAMMING OF CONTROL UNIT
CU 24V LT

 Use the QR-CODE option to watch the “step-by-step” videos tutorials, available on the YouTube channel Comunello TV

Barrier no.1
MASTER
(default)

Barrier 
no.2

SLAVE

Programming enabled only in non-active safeties conditions.

E) MOTOR TIME: regulation of the stroke and of the deceleration 
points:

Starting condition: bar in closed position.

1. By the key SELECT, position yourself on 
the blinking LED L2 “MOTOR TIME”;

2. Press the key SET to start the procedu-
re..

BARRIER IN OPENING PHASE

3. The MOTOR  starts the opening phase;
4. When the desired deceleration starting 

point is reached press the SET key (the 
bar continues its stroke at a decelerated 
speed);

5. Press SET key to determinate the ope-
ning end stop.

BARRIER IN CLOSIN PHASE

6. The MOTOR starts now to close the bar;

7. When the desired deceleration starting 
point is reached press the SET key (the 
bar continues its stroke at a decelerated 
speed);

8. Press SET key to determinate the closing 
end stop;

9. The configuration is done and the LED 
L2 will be steady on.

F) FORCES ADJUSTEMENT THROUGH THE CONTROL PANEL

If the programming of the forces made 
with the trimmers should not be sufficient-
ly performing, in case of need it is possible 
to carry out an additional modification via 
the control panel (this is generally not re-
quired).

1) FORCE OPEN - Speed regulation during the opening phase
Factory set configuration: MED level – the LED L4 is on. 

Maximum level “MAX” configuration 
1. By the key SELECT, position yourself on the blinking LED L4 “FORCE 

OPEN”;
2. Press once the key SET;
3. LED L4 turns off and the MAX level will be set.

Minimum level “MIN” configuration 
1. By the key SELECT, position yourself on the blinking LED L4 “FORCE OPEN”;

2. Press twice the key SET;
3. LED L4 becomes steady on and the MIN level will be set.

2) FORCE CLOSE-Speed regulation during the closing phase
Factory set configuration: MAX level – the LED L5 is off. 
Medium level “MED” configuration 
1. By the key SELECT, position yourself on the blinking LED L5 “FORCE CLOSE”;
2. Press once the key SET;
3. LED L5 becomes steady on and the MED level will be set.
Minimum level “MIN” configuration 
1. By the key SELECT, position yourself on the blinking LED L5 “FORCE CLOSE”;
2. Press twice the key SET;
3. LED L5 becomes steady on and the MIN level will be set.

3) SLOWING OPEN - Slowdown during the opening phase
Factory set configuration: MAX level – the LED L6 is off. 
Medium level “MED” configuration
1. By the key SELECT, position yourself on the blinking LED L6 

“SLOWING OPEN“;
2. Press once the key SET;
3. LED L6 becomes steady on and the MED level will be set.
Minimum level “MIN” configuration 
1. By the key SELECT, position yourself on the blinking LED L6 

“SLOWING OPEN”;
2. Press twice the key SET;
3. LED L6 becomes steady on and the MIN level will be set.

4) SLOWING CLOSE - Slowdown during the closing phase
Factory set configuration: MAX level – the LED L7 is off. 
Medium level “MED” configuration
1. By the key SELECT, position yourself on the blinking LED L7 

“SLOWING CLOSE“;
2. Press once the key SET;
3. LED L7 becomes steady on and the MED level will be set.
Minimum level “MIN” configuration 
1. By the key SELECT, position yourself on the blinking LED L7 

“SLOWING CLOSE”;
2. Press twice the key SET;
3. LED L7 becomes steady on and the MIN level will be set.

G) PAUSE TIME - Automatic closing time programming
The automatic closing is factory disabled; to 
enable it after a fixed period of time (max. 4 
min.) proceed as follow:

1. By the key SELECT, position yourself on the blinking  LED L3 “PAUSE TIME”; 
2. Press once the key SET;
3. Wait for a desired time interval;
4. Press the key SET again;

MAX 4 MIN

5. The LED L3 will remain steady on and that period of time would be 
set as time interval.

H) Remote control code programming 

Up to 120 remote controls can be memorized 
in the control unit receiver. 

Rule of the first saved Remote control:
When programming remote controls the following rule is applied: if 
the first remote to be saved is a rolling code type, the receiver will 
subsequently accept only rolling code remotes (thus ensuring greater 
anti-intrusion security); if the first remote to be saved is a fixed code 
type, the receiver will accept both fixed and rolling code remotes, 
although only the fixed part of the latter will be identify.

Its programming is performed as follow:
1. By the key SELECT, position yourself on the blinking LED L1 “CODE TX”;  
2. Press key SET once to memorize the PP channel; 
3. Send the selected code with your remote control;
4.  The LED L1 will remain steady on for a second to indicate that pro-

gramming has been completed;
5. The LED L1 starts to blink again to indicate that you have 10 addi-

tional sec. to store a new code; 
6. On expiry of those 10 sec. the LED L1 will remain steady on.

WARNING! To send an opening comand, the STOP / 8K2 input must be 
NC. By default, the front of the barrier in the closed position activates 
a switch thet closes the entrance.

For the deletion of remote control codes 
please check the installation and user manual 
or the video with the detailed programming 
tutorial.

I) RESET   
If it becomes necessary to reset the control unit to restore the factory 
settings, press the SELECT and SET keys together; this will cause all the 
indicator LEDs to light simultaneously followed immediately by the 
control unit switching off.

 WARNING!: by the above mentioned procedure the stored re-
mote codes WILL NOT be deleted; where necessary follow the above 
mentioned procedure of deletion.

To watch videos you will need to have an internet connection and to install in your Tablet or Smartphone a QR code reader, 
available on APPLESTORE for iOs devices or on GOOGLE PLAY for Android devices.




